DocuSign Envelope ID: 5433BFB9-ECFF-490E-976F-FAC40DF8171A
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UTILITY LINE NOTES:
1. LINE 5: CONTRACTOR SHALL NOTE THE AS—BUILT DEPTH (TO TOP OF CASING
OR PIPE) AT THE SIGN LOCATION.
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e #7567 STONE BEDDING (#57)
/ oo ln i UNDER VALVE AND PIPE.
BEDDING SHALL EXTEND 2 NOTES:
6" BLOCK UNDER VALVE FEET BEYOND LENGTH OF 1. ALL PIPELINES (EXCEPT THOSE LOCATED UNDER STREETS) SHALL BE PROMINENTLY MARKED AT THE RIGHT—OF—WAY LINES
VALVE ASSEMBLY AND THE (ON BOTH SIDES OF TRACK FOR CROSSINGS) BY DURABLE, WEATHERPROOF SIGNS LOCATED OVER THE CENTERLINE OF THE PIPE.
FULL WIDTH OF THE
EXCAVATED TRENCH 2. FOR PIPELINES RUNNING LONGITUDINALLY ON RR PROPERTY, SIGNS SHALL BE PLACED OVER THE PIPE (OR OFFSET AND APPROPRIATELY MARKED)
. AT ALL CHANGES IN DIRECTION OF THE PIPELINE. SIGNS SHALL BE LOCATED SO THAT THE NEXT ADJACENT MARKER IN EITHER DIRECTION IS
VISIBLE WHEN STANDING AT ONE SIGN. SIGNS SHALL NOT BE PLACED MORE THAN 500 FEET APART UNLESS OTHERWISE SPECIFIED BY THE
GA TE VAL VE DETAIL ENGINEERING REPRESENTATIVE FOR THE RR.
NTS 3. THE UTILITY OWNER MUST MAINTAIN ALL PIPE MARKER SIGNS LOCATED ON THE RR RIGHT—OF—WAY.
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